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Planning Commission Recommendation for the  
Conditional Rezoning of 1722 to 1740 Crooks Road, First Reading 

From Mixed Use 2 to Neighborhood Business  
 
June 6, 2016 
 
The Honorable Mayor Ellison and 
Members of the City Commission: 
 
An application to conditionally rezone 1722 to 1740 Crooks Road from mixed use 2 to 
neighborhood business was reviewed by the planning commission. The proposed conditional 
rezoning would allow construction of a credit union with a drive-through ATM. 
 
Financial institutions such as banks and credit unions are allowed as permitted uses in both the 
mixed use 2 and neighborhood business zoning districts. Drive-through service lanes for any 
permitted activity are specifically prohibited in the mixed use 2 zoning district while they are a 
special land use in the neighborhood business zoning district. 
 
Attached for background purposes are the staff report dated April 1, 2016 (Attachment 1) and 
the site plan as recommended for approval by the planning commission (Attachment 2). 
 
At its regular meeting of April 12, 2016, the planning commission conducted a public hearing on 
the petitioner’s application. Various individuals spoke during the public hearing. Their comments 
along with those of the petitioner and the planning commission can be seen in the video for this 
meeting available on the city’s website. 
 
Following the public hearing the planning commission took the following action: 
 
 

Moved by Mr. Godek  
Supported by Commissioner Douglas  
 
Be it resolved, that the request to conditionally rezone 1722-1740 Crooks Road (parcel 
nos. 25-16-204-001 & 25-16-204-001004) from mixed use 2 to neighborhood business in 
order to construct a 2,929-square foot financial institution with a drive-through atm 
(Community Choice Credit Union) is hereby referred to the city commission with a 
recommendation for approval, based upon the following: 
 
a. Although the requested neighborhood business zone is not entirely consistent with 

the site’s planned future use of “mixed use – residential/office/commercial,” adjacent 
properties with the same planned future use designation are developed with similar 
and identical commercial uses. The proposed use is consistent with the 
characteristics of surrounding buildings and uses. 

b. The site's physical and other environmental features are compatible with the 
proposed use. 
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c. The proposed use is compatible with surrounding uses and zoning in terms of land 
suitability, impacts on the environment, traffic volumes, aesthetics, infrastructure, and 
potential influence on property values. 

d. The street system is capable of safely and efficiently accommodating expected traffic 
volumes generated by the proposed use. 

e. The capacity of public utilities and services is sufficient to accommodate the 
proposed use without compromising the city's health, safety and welfare. 

Be it further resolved, that sp 16-04-06, a site plan to construct a 2,929-square foot 
financial institution with a drive-through atm (Community Choice Credit Union) at 1722-
1740 Crooks Road (parcel nos. 25-16-204-001 & 25-16-204-001004), is hereby referred 
to the city commission with a recommendation of approval with the following 
contingencies: 
 
a. Prior to review by the city commission, a conditional zoning agreement between the 

petitioner and the city shall be submitted for review and approval by the city attorney 
specifying all conditions voluntarily offered by the petitioner and all requested 
waivers from required zoning ordinance and sign ordinance standards. 

b. Prior to review by the city commission, a revised site plan shall be submitted by the 
petitioner that includes all contingencies required by the planning commission, 
including a master signage plan. Signage may include: (1) a wall sign with 16 square 
feet of sign area placed partially above the building’s roofline on the east side 
façade; and (2) a monument sign with a height of approximately 6 feet 4 inches, a 
sign area of approximately 20 square feet, and a setback of 10 feet from the 
northwest parcel boundary at the intersection of Twelve Mile Road and Crooks Road. 
All other signage shall comply with the required provisions of sign area 1 in § 607-10 
of the sign ordinance. 

c. Exterior lighting fixtures shall be modified to comply with § 770-96 (B) of the zoning 
ordinance and other city codes and ordinances, including being directed downward 
and shielded so as not to shine on adjacent property, and within maximum permitted 
fixture heights and illumination levels. 

d. All work and/or improvements within the public right-of-way shall be in accordance 
with the specifications and standards of the city engineer. 

e. A performance bond shall be posted in an amount to be determined by the building 
official. 

f. The site plan shall meet all other code and ordinance requirements, as determined 
by the building official and city engineer, prior to issuance of any building permit. 
Such requirements include, but are not limited to, the Michigan building code and the 
stormwater detention ordinance (chapter 644). 

Motion adopted unanimously. 
 
 
The petitioner is requesting a conditional rezoning under Section 405 of Michigan’s Zoning 
Enabling Act (Public Act 110 of 2006). Unlike a conventional rezoning, a specific use and site 



Page 3 of 4 

plan are approved as part of a conditional rezoning request, subject to a written agreement 
between the petitioner and the city. Conditions voluntarily offered by the petitioner can be 
imposed on the site if a conditional rezoning is approved, and required zoning ordinance 
standards may be waived or modified as part of that approval. 
 
The Zoning Enabling Act does not require the city commission to conduct another public hearing 
on the proposed conditional rezoning request, although it may do so if desired. The act includes 
provisions regarding the conditional zoning agreement offered by a petitioner. The city charter 
provides that an amendment to the zoning map cannot be approved upon introduction but must 
receive a second review. 
 
The following options are available to the city commission: 
 
 Adopt the conditional rezoning request and associated site plan upon first reading, with or 

without modification, and direct staff to prepare the application for final disposition; 
 

 Adopt the conditional rezoning request and associated site plan upon first reading, with or 
without modification, direct staff to prepare the application for final disposition, and schedule 
a public hearing prior to final disposition; 
 

 Refer the conditional rezoning request and associated site plan back to the planning 
commission for additional information or study, identifying specific areas of concern; or 
 

 Reject the conditional rezoning request and associated site plan (no further action would be 
required). 

 
The following resolution is recommended: 
 

Whereas, the planning commission held a public hearing on April 12, 2016, and 
recommended approval of a proposed amendment to the zoning map of the City 
of Royal Oak for the purpose of conditionally rezoning 1722-1740 Crooks Road 
(parcel nos. 25-16-204-001 and 25-16-204-004) from mixed use 2 to 
neighborhood business; and 
 
Whereas, the city commission has determined that the zoning map amendment 
is consistent with the goals and objectives of the master plan and has received 
the record of public comments taken at the public hearing held at the planning 
commission meeting of April 12, 2016. 
 
Therefore, be it resolved, that ordinance 2016-##, entitled an ordinance to 
amend the zoning map of the City of Royal Oak, is hereby adopted on first 
reading. 

 
The City of Royal Oak ordains: 
 
Section 1 ordinance. Pursuant to the provision of the Michigan Zoning Enabling Act, P.A. 110 of 
2006, as amended, and pursuant to all applicable provisions of law, the zoning map of the City 
of Royal Oak is hereby amended to conditionally rezone 1722-1740 Crooks Road, being parcel 
numbers 25-16-204-001 and 25-16-204-004, from mixed use 2 to neighborhood business, and 
sp 16-04-06, a site plan to construct a financial institution with a drive-through automated teller 
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machine at 1722-1740 Crooks Road, being parcel numbers 25-16-204-001 and 25-16-204-004, 
is hereby approved, subject to the associated “conditional zoning agreement.” 
 
Section 2 severability. If any section, subsection, clause, phrase or portion of this ordinance is 
for any reason held invalid or portion of this ordinance is for any reason held invalid or 
unconstitutional by any court of competent jurisdiction, such portion shall be deemed a 
separate, distinct and independent portion of this ordinance, and such holding shall not affect 
the validity of the remaining portions of this ordinance. 
 
Section 3 savings. As proceedings pending and all rights and liabilities existing, acquired or 
incurred at the time this ordinance takes effect are saved and may be consummated according 
to the law in force when they are commenced. 
 
Section 4 repealer. All ordinance or parts of ordinances in conflict herewith are hereby repealed 
only to the extent necessary to give this ordinance full force and effect. 
 
Section 5 effective date. This ordinance shall be published in a newspaper of general circulation 
in the City of Royal Oak and shall become effective ten (10) days after publication, as provided 
by law. 
 

Be it further resolved, the city commission directs staff to prepare a “conditional 
zoning agreement” for consideration by the city commission as part of the 
required second reading of ordinance 2016-##. 

 
 
Respectfully submitted, 
Timothy E. Thwing 
Director of Community Development 
 
Approved, 
 
 
 
Donald E. Johnson 
City Manager 
 
2 Attachments 
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City of Royal Oak, Michigan Fax: (248) 246-3005 
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DATE: April 1, 2016 
 
TO: Planning Commission 
 
FROM: Planning Division 
 
SUBJECT: Conditional Rezoning from Mixed Use 2 to Neighborhood Business and 

associated Site Plan (SP 16-04-06) to construct 2,929-sq. ft. financial institution 
with drive-through ATM (Community Choice Credit Union) at 1722-1740 Crooks 
Rd. (parcel nos. 25-16-204-001 & 004) 
Community Choice Credit Union, Petitioner & Owner 
Facilinet Services, Inc., Representative 
SA+A Architects, Architect 

 

 

1. Location & Existing Conditions 
 
The site is located at the southeast corner of West 
Twelve Mile Road and Crooks Road and consists 
of two parcels with a total lot area of 15,434 
square feet or 0.35 acres. All structures have 
been demolished and the site is now vacant. The 
properties were most recently occupied by an 
automobile filling station with a convenience store 
(Citgo) and a hair salon (Tori Hair Stylist). 
Surrounding uses include single-family, two-
family, and multiple-family dwellings, professional 
and medical offices, financial institutions, and 
automobile filling stations. 
 

2. Zoning & Future Land Use 
 
The site is zoned “Mixed Use 2” (left) while its planned future use on the Future Land Use 
Map of the city’s Master Plan is designated as “Mixed Use – Residential / Office / 
Commercial” (right). 
 

  
 Zoning Map Future Land Use Map 
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3. Road Classification 

 
The city’s Functional Road Classification System identifies both Twelve Mile Road and 
Crooks Road as “principal arterials.” Arterials are at the top of the classification hierarchy 
and their primary functions are to carry vehicles relatively long distances and provide 
through-travel movements. 
 

4. Proposed Conditional Rezoning 
 
The petitioner is proposing to change the zoning of these parcels from Mixed Use 2 to 
Neighborhood Business as a conditional rezoning under Section 405 of the Michigan Zoning 
Enabling Act (Act 110 of 2006). A site plan is also proposed as part of the conditional 
rezoning to construct a financial institution (Community Choice Credit Union) with a drive-
through automated teller machine. 
 
Under Section 405 of the Zoning Enabling Act, a petitioner may voluntarily offer in writing 
and the city may approve certain uses and development of property as a condition to 
rezoning land. Such conditions must be offered voluntarily by a petitioner; the city may not 
require a petitioner to offer conditions as a prerequisite for rezoning property. The conditions 
proposed by a petitioner as part of a conditional rezoning are supposed to result in 
recognizable and material benefits to the city that would unlikely be achieved otherwise 
under the site’s existing zoning. 
 
As part of a conditional rezoning request, the petitioner needs to specify what conditions 
they offer, what recognizable and material benefits these conditions will achieve that cannot 
be realized under the site’s existing zoning, and how these benefits justify the rezoning and 
outweigh having certain aspects of their proposed site plan not meet required Zoning 
Ordinance standards. 
 
In approving conditions to a rezoning, the city may establish a time period during which the 
conditions apply. If the conditions are not satisfied within the time specified then the land 
reverts to its former zoning classification. During the approved time period, the city can 
neither add to nor alter the conditions. The time period can be extended by mutual 
agreement between the city and petitioner. 
 
As part of a conditional rezoning, the city may waive required standards of the Zoning 
Ordinance if they feel the conditions proposed by the petitioner and the benefits that would 
result from them outweigh the need to meet such standards. Conversely, compliance with 
some or all Zoning Ordinance standards may be required by the city. 
 

5. Proposed Use & Site Plan 
 
A. Proposed Use. The petitioner proposes to construct a new building and relocate a 

branch office of a nearby financial institution (Community Choice Credit Union) from its 
current location at 1709 Crooks Road. In addition to the building, a drive-through 
automated teller machine is proposed along the south side lot line. 
 
Financial institutions such as banks and credit unions are a permitted use in both the 
Mixed Use 2 and Neighborhood Business zoning districts under § 770-39 (B)(1) and § 
770-46 (B)(2) of the Zoning Ordinance. However, drive-through facilities are specifically 
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prohibited in the Mixed Use 2 zoning district according to § 770-46 (C)(1). Drive-through 
facilities for any use require a special land use permit in the Neighborhood Business 
zoning district under § 770-39 (C)(9). In order to allow the drive-through ATM the site 
must therefore be rezoned to Neighborhood Business or another zoning district that 
allows drive-through facilities. 
 

B. Building Placement & Dimensions. The triangular-shaped building would be placed at 
the northwest corner of the site next to the intersection of Twelve Mile Road and Crooks 
Road. It would have setbacks of 5 feet from Twelve Mile Road and 4 feet 10 inches from 
Crooks Road and approximately 2,929 square feet of gross floor area. 
 
According to § 770-39 (D)(2)(a) of the Zoning Ordinance, no setbacks would be required 
from the west, south, or east lot lines if the property was zoned Neighborhood Business 
since none of these boundaries are adjacent to residential zoning. A 5-foot setback from 
Twelve Mile Road would be required under that same subparagraph due to the Two 
Family Residential zoning of parcels on the north side of that street across from this site. 
Alternatively, the Planning Commission may modify all required setbacks during site plan 
review in the Neighborhood Business zoning district under § 770-39 (D)(2)(b). 
 
The building’s height would be 21 feet 4 inches to its highest roof line and 25 feet to the 
top of a parapet wall. A maximum building height of 30 feet is allowed in the 
Neighborhood Business zoning district under § 770-39 (D)(1). 
 

C. Off-Street Parking & Stacking Spaces. Financial institutions are required to provide one 
off-street parking spaces for every 225 square feet of usable floor area under § 770-107 
of the Zoning Ordinance. The building would have a usable floor area of 2,134 square 
feet as calculated by staff and require 10 off-street parking spaces. An off-street parking 
lot with 14 total spaces is proposed to the east and south of the building. 
 
Drive-through lanes for financial institutions are required to have at least 5 stacking 
spaces under § 770-111 (E). Five stacking spaces are shown in a drive-through lane 
behind the ATM. A 12-foot wide escape aisle is also required under § 770-111 (D). An 
escape aisle is adjacent to the drive-through lane but a width of 12 feet is provided only 
along the first three stacking spaces. The escape lane next to last two stacking spaces 
does not have the minimum required 12-foot width and is 5 feet at its narrowest. 
 
A waiver from the Planning Commission will therefore be necessary as part of the 
conditional rezoning to allow the reduced escape lane width adjacent to the last two 
drive-through stacking spaces. 
 

D. Vehicular Access. Two driveways are proposed, one each from Twelve Mile Road and 
Crooks Road. The driveway to Twelve Mile Road would have a width of 20 feet while the 
one to Crooks Road would have a width of 18 feet. Both driveways would be further than 
25 feet from the intersection of Twelve Mile Road and Crooks Road as required under § 
770-109 (D) of the Zoning Ordinance. 
 

E. Exterior Lighting. According to § 770-96 (B)(3)(c) of the Zoning Ordinance, illumination 
from exterior lighting may not exceed 0.5 foot-candles along any property line adjacent 
to non-residential uses. The petitioner’s photo-metric grid indicates illumination from 
exterior light fixtures would exceed this maximum permitted level along the north, east, 
and south lot lines. Levels range from 1.2 to 3.7 foot-candles along Twelve Mile Road 
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adjacent to the parking lot. Levels range from 1.2 to 2.0 foot-candles along the east side 
lot line and 0.9 to 5.5 foot-candles along the south side lot line. 
 
A waiver from the Planning Commission will therefore be necessary as part of the 
conditional rezoning to allow the proposed illumination levels. Alternatively, the petitioner 
can be required to modify their exterior lighting in order to comply with maximum 
permitted illumination levels. 
 

F. Landscaping & Screening. Landscaping including shrubs, planting beds, and seeded 
lawns is proposed along the west and north sides of the building adjacent to both 
streets. A 3-foot masonry wall with benches and a monument sign is also proposed at 
the northwest corner of the building. Deciduous trees and seeded lawns are also 
proposed within the parking lot and along the east, south, and west lot lines. 
 

G. Refuse Disposal. An enclosure for refuse containers is proposed at the south end of the 
building. The enclosure would be 4 feet from the west lot line along Crooks Road and 
have a height of 4 feet 4 inches. Enclosures for refuse containers are required to have a 
minimum height of 6 feet and be located as far as possible away from public view 
according to § 770-90 (I)(1) and (3) of the Zoning Ordinance. A waiver from the Planning 
Commission will therefore be necessary as part of the conditional rezoning to allow the 
proposed location and height of the refuse container enclosure. 
 

H. Signage. Wall signs ranging in size from 16 square feet to 50 square feet are proposed 
on the north, east, and west side façade elevations of the building. A monument sign 
with a height of 6 feet 4 inches at its highest point, a width of 6 feet 8 inches, and 
approximately 20 square feet of sign area is also proposed at the northwest corner of the 
building as part of a masonry screening wall. 
 
The 16-square foot wall sign would be placed on a parapet will with a portion of the sign 
extending above the building’s highest roof line. Walls signs are not permitted to extend 
above the roof line of a building under § 607-8 and § 607-9 (E) of the Sign Ordinance. 
The site is also located within Sign Area 4 and free-standing signs including monument 
signs are specifically prohibited within that sign area according to § 607-13 (A)(2). 
 
Waivers from the Planning Commission will therefore be necessary to allow the 
proposed wall and monument signs. 
 

I. Deviations from Zoning & Sign Ordinance Standards. The following is a list of deviations 
from required Zoning and Sign Ordinance standards as identified by staff that would be 
required as part of the conditional rezoning proposed by the petitioner: 
 
• Minimum required 12-ft. drive-through escape lane width [width of 5 ft. to 12 ft. 

proposed adjacent to last 2 stacking spaces] 
• Maximum permitted illumination levels of 0.5 f/c along any property line adjacent to 

non-residential land uses [levels range from 0.9 to 5.5 f/c along north, east, and 
south lot line] 

• Minimum required 6-ft. height for a refuse container enclosure [4 ft. 4 in. proposed] 
• Location of a refuse container enclosure away from public view insofar as possible 

[4-ft. setback from Crooks Rd. proposed] 
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• Installation of prohibited roof sign [wall sign proposed on east side façade partially 
above building’s roofline] 

• Installation of free-standing sign prohibited in Sign Area 4 [monument sign proposed 
at northeast corner of building] 

 
6. Results of Approval 

 
Following a public hearing, the Planning Commission may recommend that the City 
Commission approve or deny a conditional rezoning request including any conditions 
voluntarily offered by the petitioner. The Planning Commission may also postpone making a 
recommendation and request additional information from the petitioner. A recommendation 
for approval or denial is forwarded to the City Commission with two readings required before 
changing the zoning of any property. 
 

7. Recommendations 
 
In reviewing an application for an amendment to the Zoning Map, the Planning Commission 
shall consider the following criteria contained in § 770-129 of the Zoning Ordinance, among 
other factors they may deem appropriate, in making their findings, recommendation, and 
decision: 
 

A. The requested zone should be consistent with the goals, policies and future land use map of the 
Master Plan, including any location-specific or corridor studies. If conditions have changed since 
the Master Plan was adopted, as determined by the Planning Commission or City Commission, the 
consistency with recent development trends in the site's area shall be considered. 

B. The site's physical, geological, hydrological and other environmental features should be compatible 
with the host of principal permitted and special land uses in the proposed zone. 

C Evidence should document the applicant cannot receive a reasonable return on investment through 
developing the property with one or more of the principal permitted and special land uses under the 
current zoning. 

D. The potential uses allowed in the proposed zone should be compatible with surrounding uses and 
zoning in terms of land suitability, impacts on the environment, density, nature of use, traffic 
volumes, aesthetics, infrastructure, and potential influence on property values. 

E. The street system should be capable of safely and efficiently accommodating expected traffic 
volumes generated by potential uses in the requested zone. 

F. The capacity of public utilities and services should be sufficient to accommodate the potential uses 
in the requested zone without compromising the City's health, safety and welfare. 

G. There should be an apparent demand in the City for the types of potential uses in the requested 
zone in relation to the amount of land in the City currently zoned and available to accommodate the 
demand. 

H. The requested zone shall not create an isolated and unplanned spot zone. 
I. Other criteria as determined by the Planning Commission or City Commission which would protect 

the public health, safety and welfare, protect public and private investment in the City, promote 
implementation of the goals, objectives and policies of the Master Plan and any amendments 
thereto, and enhance the overall quality of life in the City. 

 
Should the Planning Commission recommend approval of the conditional rezoning and its 
associated site plan to the City Commission, the Planning Division recommends the 
following contingencies: 
 
A. Prior to review by the City Commission, a conditional zoning agreement between the 

petitioner and the city shall be submitted for review and approval by the City Attorney 
specifying all conditions voluntarily offered by the petitioner and all requested waivers 
from required Zoning Ordinance and Sign Ordinance standards. 
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B. Prior to review by the City Commission, a revised site plan shall be submitted by the 
petitioner that includes any additional revisions or contingencies required by the 
Planning Commission. 

C. Exterior lighting fixtures shall be modified to comply with § 770-96 (B) of the Zoning 
Ordinance and other city codes and ordinances, including being directed downward and 
shielded so as not to shine on adjacent property, and within maximum permitted fixture 
heights and illumination levels. 

D. All work and/or improvements within the public right-of-way shall be in accordance with 
the specifications and standards of the City Engineer. 

E. A performance bond shall be posted in an amount to be determined by the Building 
Official. 

F. The site plan shall meet all other code and ordinance requirements, as determined by 
the Building Official and City Engineer, prior to issuance of any building permit. Such 
requirements include, but are not limited to, the Michigan Building Code and the 
Stormwater Detention Ordinance (Chapter 644). 

 
 
 
 
It is recommended that the petitioner or a representative attend the April 12, 2016 Planning Commission 
meeting. The meeting starts at 7:30 p.m. in the City Commission Chambers on the 3rd floor of City Hall. 
 
 
 
 
cc: Stephanie Kolpacke, Assoc. AIA, SA+A Architects 

Stephen Auger, AIA, SA+A Architects 
Dan Munro, Community Choice Credit Union 
Gordon E. Sommerville, Facilinet Services, Inc. 
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DATE: April 14, 2016 
 
TO: File / Petitioner(s) 
 
FROM: Planning Division 
 
SUBJECT: Conditional Rezoning from Mixed Use 2 to Neighborhood Business and 

associated Site Plan (SP 16-04-06) to construct 2,929-sq. ft. financial institution 
with drive-through ATM (Community Choice Credit Union) at 1722-1740 Crooks 
Rd. (parcel nos. 25-16-204-001 & 004) 
Community Choice Credit Union, Petitioner & Owner 
Facilinet Services, Inc., Representative 
SA+A Architects, Architect 

 

 

The Planning Commission, at its meeting on April 12, 2016, took the following action regarding 
your application: 

 
 

Moved by Mr. Godek  
Supported by Commissioner Douglas  
 
Be it resolved, that the request to conditionally rezone 1722-1740 Crooks Road (parcel 
nos. 25-16-204-001 & 25-16-204-001004) from Mixed Use 2 to Neighborhood 
Business in order to construct a 2,929-square foot financial institution with a drive-
through ATM (Community Choice Credit Union) is hereby referred to the City 
Commission with a recommendation for approval, based upon the following: 
 
a. Although the requested Neighborhood Business zone is not entirely consistent with 

the site’s planned future use of “Mixed Use – Residential/Office/Commercial,” 
adjacent properties with the same planned future use designation are developed with 
similar and identical commercial uses. The proposed use is consistent with the 
characteristics of surrounding buildings and uses. 

b. The site's physical and other environmental features are compatible with the 
proposed use. 

c. The proposed use is compatible with surrounding uses and zoning in terms of land 
suitability, impacts on the environment, traffic volumes, aesthetics, infrastructure, and 
potential influence on property values. 

d. The street system is capable of safely and efficiently accommodating expected traffic 
volumes generated by the proposed use. 

e. The capacity of public utilities and services is sufficient to accommodate the 
proposed use without compromising the city's health, safety and welfare. 

Be it further resolved, that SP 16-04-06, a site plan to construct a 2,929-square foot 
financial institution with a drive-through ATM (Community Choice Credit Union) at 1722-
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1740 Crooks Road (parcel nos. 25-16-204-001 & 25-16-204-001004), is hereby referred 
to the City Commission with a recommendation of approval with the following 
contingencies: 
 
a. Prior to review by the City Commission, a conditional zoning agreement between the 

petitioner and the city shall be submitted for review and approval by the City Attorney 
specifying all conditions voluntarily offered by the petitioner and all requested 
waivers from required Zoning Ordinance and Sign Ordinance standards. 

b. Prior to review by the City Commission, a revised site plan shall be submitted by the 
petitioner that includes all contingencies required by the Planning Commission, 
including a master signage plan. Signage may include: (1) a wall sign with 16 square 
feet of sign area placed partially above the building’s roofline on the east side 
façade; and (2) a monument sign with a height of approximately 6 feet 4 inches, a 
sign area of approximately 20 square feet, and a setback of 10 feet from the 
northwest parcel boundary at the intersection of Twelve Mile Road and Crooks Road. 
All other signage shall comply with the required provisions of Sign Area 1 in § 607-10 
of the Sign Ordinance. 

c. Exterior lighting fixtures shall be modified to comply with § 770-96 (B) of the Zoning 
Ordinance and other city codes and ordinances, including being directed downward 
and shielded so as not to shine on adjacent property, and within maximum permitted 
fixture heights and illumination levels. 

d. All work and/or improvements within the public right-of-way shall be in accordance 
with the specifications and standards of the City Engineer. 

e. A performance bond shall be posted in an amount to be determined by the Building 
Official. 

f. The site plan shall meet all other code and ordinance requirements, as determined 
by the Building Official and City Engineer, prior to issuance of any building permit. 
Such requirements include, but are not limited to, the Michigan Building Code and 
the Stormwater Detention Ordinance (Chapter 644). 

Motion adopted unanimously. 

 
 

The Planning Commission’s recommendation will be forwarded to the City Commission for their 
consideration at a future meeting. The application cannot be submitted to the City Commission 
until all contingencies of the Planning Commission have been addressed and included within a 
revised site plan and conditional zoning agreement. 
 
Prior to scheduling your application for a meeting of the City Commission we will need two (2) 
printed, full-sized copies of the revised site plan addressing all contingencies approved by the 
Planning Commission, and PDF copies of all site plans sheets. 
 
We are currently drafting a conditional zoning agreement for your application with the City 
Attorney. Copies of the draft agreement will be sent to you once it is completed. 
 
Please contact us if you have any questions or need further information. 
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Respectfully, 
 
 
 
 
Timothy E. Thwing 
Director of Community Development 
 
 
 
 
cc: Stephanie Kolpacke, Assoc. AIA, SA+A Architects 

Stephen Auger, AIA, SA+A Architects 
Dan Munro, Community Choice Credit Union 
Gordon E. Sommerville, Facilinet Services, Inc. 
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IRRIGATED PLANTER
BED W/ PERENNIALS/
SHRUBS

IRRIGATED SEED
LAWN

PROPOSED CONCRETE.
REF. CIVIL DWGS FOR
THICKNESS

PROPOSED ASPHALT.
REF.CIVIL DWGS FOR
THICKNESS

IRRIGATED PLANTER
BED W/ ANNUALS

MIN. REQ'D. PARKING
LOT TREE, 1.75" CAL.
FLOWERING PEAR

MIN. REQ'D. STREET
TREE, 2.5" CAL.
MAPLE

Parcel I.D.: 25-16-204-001 & 25-16-204-004

Address: 1740 Crooks Road Royal Oak, MI 48073

Area of Site: 0.35 Acres (15,434 Sq. Ft.)

Existing Zoning: Mixed Use 2

Proposed Zoning: Neighborhood Business

Proposed Use: Credit Union (Financial Institution)

Building Area:
-Gross: 2,929 Sq. Ft.
-Net: 2,705 Sq. Ft.
-Usable: 2,134 Sq. Ft.

Parking Summary:
-Spaces Required: 1 space per 225 usable Sq. Ft.

2,134 Sq. Ft./ 225= 10 spaces
-Spaces Provided: 15 spaces + 1 (Barrier Free Space)

Space Dimension:
-Required: 9' wide x 20' long
-Provided: 9'-0" x 20'-0" (15 Spaces) 8'-0"x 20'-0"
(1 Spaces Barrier Free)

Water Supply: Municipal

Sanitary: Municipal

Storm: Enclosed Pipe W/ Outlet To Existing Storm Sewer

Landscape:
-Street Trees: 1 Tree Per 30 Linear Feet of frontage

343 linear feet/ 30= 11 street trees
6 Street Trees Provided

-Parking Trees: 1 tree for every 8 parking spaces
16 parking spaces/ 8= 2 parking trees
2 Parking Trees Provided

-Landscape: 10% of Lot
10% of 15,434 Sq. Ft. = 1,543Sq. Ft.
1,964 Sq. Ft. Landscaping Provided

-Foundation Landscape: 1 ornamental tree & 6 shrubs
per 30 linear feet of applicable building frontage

238' / 30 linear feet =8 units
8 ornamental trees and 48 shrubs

LOT COVERAGE

EAST SETBACK

NORTH SETBACK
SOUTH SETBACK

WEST SETBACK

MAX HEIGHT

REQUIRED VARIANCE NOTES

N/A

0'-0"

0'-0"
0'-0"

0''-0"

30'-0"

PROPOSED

2,929 SQ. FT.

1'-6"

0'-0"
5'-0"

4'-10"

25'-0"

N/A

NONE

NONE
NONE

NONE

PARKING
DRIVE UP KIOSK

10
0

15 + 1 (H.C.)
1 1

2,705 USE SQ. FT.

NONE

PARKING LOT LIGHT
POLE

1. Site is currently zoned as Mixed Use 2

2. Refer to Civil Drawings prepared by Urban Land
Consultants, LLC., for survey and full description of site
layout, public right-of-ways, adjacent properties, existing
tree and new and existing utilities information.

3. Outside storage of any materials, supplies, equipment or
similar items excluding that which is to be specifically
used for construction of the proposed development is
prohibited.

4. This site does not involve equipment with the potential of
emitting air contaminants such as smoke, open fire,
gasses, or noises.

5. Hazardous materials do not exist, nor are they stored on
this site.

6. This site shall be prepared in accordance with the
provisions in the wetlands protection ordinances and as
such shall not pollute, impair or destroy wetlands.  No
wetlands are present on site.

7. All new utility lines shall be buried underground.

8. Final number and location of fire lane signage and fire
hydrants shall be coordinated by the City Engineer and
with the Royal Oak Fire Department.

9. All site lighting shall conform to local codes and
ordinances.  Exterior lighting shall be fully shielded and
directed downward to prevent off-site glare.  Site
illumination intensity shall not exceed 10 footcandles
within any site, 0.5 foot-candle along property lines
adjacent to residential properties, or 1.0 foot-candle
along non-residential property lines.

10. This drawing is to show intent of landscaping. Coordinate
exact species of landscaping with owner, maintenance,
and landscape architect.

As shown in supplied title commitment, from Chirco Title
Agency, inc, file no. c-133844, dated 12-8-2014.

Parcel 25-16-204-001/1740 crooks rd
land in the n.e. 1/4 of section 16, t.1n, r.11e., City of Royal
Oak, Oakland County, Michigan described as:
lot 3 in "assessor's plat no. 15" (liber 53 of plats, page 29)
except that portion of lot 3 described as beginning at the n.w.
corner of said lot 3; thence east 16.6 feet; thence
s.24°11'38"w. 13.65 feet; thence n.41°36'45"w. 16.6 feet
to the point of beginning.

As shown in supplied title commitment, from Chirco Title
Agency, inc, file no. c-133845, dated 12-8-2014.

parcel 25-16-204-004/1722 crooks rd
land in the n.e. 1/4 of section 16, t.1n, r.11e., City of Royal
Oak, Oakland County, Michigan described as:
lot 4 in "assessor's plat no. 15" (liber 53 of plats, page
29).

all subject to easements and restrictions of record.

CORNER SETBACK 10'-0" 10'-0" NONE

KIOSK STACKING 5 5 NONE
STREET TREES 11 5 6
PARKING TREES 2 2 NONE
LANDSCAPE 1,543 SQ.FT. NONE

LOADING ZONE 1 0 1

STACKING UNIT 8'X20'

FOUND. LAND. 8 TREES,
48 SHRUBS

0 TREES,
39 SHRUBS

8 TREES,
9 SHRUBS

1,964 SQ.FT.

SHRUBS/ GROUND
COVER PLANTED @
AVERAGE 30" O.C.

NONE
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SITE LIGHTING VALUES AT GRADE
Scale  1" = 16'

Calculated values include direct and interreflected components.

LUMINAIRE LOCATIONS

No. Label X Y MH Orientation Tilt

Location

1 E 104.2 100.7 10.0 90.0 0.0

2 D 52.4 150.9 8.5 0.0 0.0

3 D 66.5 152.7 8.5 0.0 0.0

4 D 93.7 147.4 8.5 0.0 0.0

5 D 103.8 145.3 8.5 90.0 0.0

6 D 103.7 136.4 8.5 90.0 0.0

7 D 103.7 127.9 8.5 90.0 0.0

8 D 103.8 86.1 8.5 90.0 0.0

9 D 86.7 85.7 8.5 225.0 0.0

10 D 68.5 105.8 8.5 225.0 0.0

11 F 167.5 33.3 9.5 -45.9 0.0

12 A 119.7 84.0 18.0 90.0 0.0

13 B 173.9 76.1 18.0 -40.0 0.0

14 D 102.1 147.4 8.5 0.0 0.0

15 D 86.6 152.7 8.5 0.0 0.0

16 B 137.9 57.1 18.0 -40.0 0.0

17 C 154.7 150.5 18.0 180.0 0.0

18 D 44.8 130.2 8.5 225.0 0.0

19 D 62.7 110.0 8.5 225.0 0.0

LUMINAIRE SCHEDULE

Symbol Label Qty File Lumens LLF WattsCatalog Number Description Lamp

A 1 DSX0_LED_20
C_530_40K_T3
M_MVOLT.ies

Absolute 0.90 35

B 2 DSX0_LED_20
C_530_40K_T5
VS_MVOLT.ie

s

Absolute 0.90 35

C 1 DSX0_LED_20
C_530_40K_T4
M_MVOLT_HS

.ies

Absolute 0.90 35

D 13 OLLWD.ies Absolute 0.75 8.6

E 1 WST_LED_1_1
0A700_30K_S
R4_MVOLT.ies

Absolute 0.90 24

F 1 EV3A-40HO-4-
ITL82919.IES

Absolute 0.90 39.9

LITHONIA #DSX0
LED 20C 530 40K
T3M MVOLT

DSX0 LED with 20 LEDs
@530 mA, 4000K, Type 3
Medium Optics

LED

LITHONIA #DSX0
LED 20C 530 40K
T5VS MVOLT

DSX0 LED with 20 LEDs
@530 mA, 4000K, Type 5
Very Short Optics

LED

LITHONIA #DSX0
LED 20C 530 40K
T4M MVOLT HS

DSX0 LED with 20 LEDs
@530 mA, 4000K, Type 4
Medium Optics with
HOUSE-SIDE SHIELD

LED

LITHONIA #
#OLLWD

OUTDOOR LED WALL
DOWNLIGHT CYLINDER
WITH 4000K LEDS AND
POLYCARBONATE
LENSES

LED

LITHONIA #WST
LED 1 10A700/30K
SR4 MVOLT

WST LED WITH 1
MODULE, 10 LED's,
700mA DRIVER, 3000K
COLOR TEMPERATURE,
TYPE 4 LENS

LED

PINNACLE
ARCHITECTURAL
LIGHTINGEV3B-
40HO-4

FABRICATED METAL
HOUSING WITH WHITE
PAINTED GENERAL
INTERIOR FINISH,
FORMED WHITE
PAINTED METAL
REFLECTOR, 4 WHITE
CIRCUIT BOARDS EACH
WITH 36 LEDS,
EXTRUDED
TRANSLUCENT WHITE
FROSTED PLASTIC
DIFFUSER. DIFFUSER
FROSTED BOTH SIDES.

ONE HUNDRED FORTY-
FOUR WHITE LIGHT
EMITTING DIODES
(LEDS), VERTICAL BASE-
-UP POSITION.

STATISTICS

Description       Symbol Avg Max Min Max/Min Avg/Min

OVERALL LTG VALUES
AT GRADE

0.4 fc 3.8 fc 0.0 fc N / A N / A

1.8 fc 3.8 fc 0.4 fc 9.5:1 4.5:1

0.3 fc 0.8 fc 0.0 fc N / A N / A

PARKING LOT

PROPERTY LINE

NOTES

 1.  SEE MH COLUMN OF LUMINAIRE LOCATIONS FOR MOUNTING HEIGHTS.

 2.  SEE LUMINAIRE SCHEDULE FOR LIGHT LOSS FACTORS.

 3.  CALCULATIONS ARE SHOWN IN FOOTCANDLES AT GRADE SURFACE.

 

 THE ENGINEER AND/OR ARCHITECT MUST DETERMINE APPLICABILITY OF THE LAYOUT 

 TO EXISTING / FUTURE FIELD CONDITIONS.  THIS LIGHTING LAYOUT REPRESENTS ILLUMINATION LEVELS 

 CALCULATED FROM LABORATORY DATA TAKEN UNDER CONTROLLED CONDITIONS IN ACCORDANCE WITH 

 ILLUMINATING ENGINEERING SOCIETY APPROVED METHODS.  ACTUAL PERFORMANCE OF ANY MANUFACTURER'S

 LUMINAIRE MAY VARY DUE TO VARIATION IN ELECTRICAL VOLTAGE, TOLERANCE IN LAMPS, AND OTHER

 VARIABLE FIELD CONDITIONS.  MOUNTING HEIGHTS INDICATED ARE FROM GRADE AND/OR FLOOR UP.

  

  THESE LIGHTING CALCULATIONS ARE NOT A SUBSTITUTE FOR INDEPENDENT ENGINEERING 

  ANALYSIS OF LIGHTING SYSTEM SUITABILITY AND SAFETY.    THE ENGINEER AND/OR ARCHITECT

 IS RESPONSIBLE TO REVIEW FOR MICHIGAN ENERGY CODE AND

 LIGHTING QUALITY COMPLIANCE. 

 

  

One Lithonia Way  •  Conyers, Georgia 30012  •  Phone: 800.279.8041  •  Fax: 770.918.1209  •  www.lithonia.com
© 2011-2016 Acuity Brands Lighting, Inc.  All rights reserved. 
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D-Series
Size 0
LED Area Luminaire

Specifications

Catalog 
Number

Notes

Type

Introduction
The modern styling of the D-Series is striking 
yet unobtrusive - making a bold, progressive 
statement even as it blends seamlessly with its 
environment.

The D-Series distills the benefits of the latest in LED 
technology into a high performance, high efficacy, 
long-life luminaire. The outstanding photometric 
performance results in sites with excellent 
uniformity, greater pole spacing and lower power 
density. It is ideal for replacing up to 400W metal 
halide with typical energy savings of 65% and 
expected service life of over 100,000 hours.

EPA: 0.95 ft2

(.09 m2)

Length: 26”
(66.0 cm)

Width: 13”
(33.0 cm)

Height: 7”
(17.8 cm)

Weight 
(max):

16 lbs
(7.25 kg)

Hit the Tab key or mouse over the page to see all interactive elements.

L
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NOTES
1 30 LEDs (30C option) and rotated options (L90 or R90) only available 

together. 
2 Not available with AMBPC. 
3 AMBPC only available with 530mA or 700mA. 
4 MVOLT driver operates on any line voltage from 120-277V (50/60 Hz). 

Specify 120V, 208V, 240V or 277V options only when ordering with fusing 
(SF, DF options). 

5 Not available with single board, 530mA product (20C 530 or 30C 530). Not 
available with BL30, BL50 or PNMT options. 

6 Available as a separate combination accessory: PUMBA (finish) U; 1.5 G 
vibration load rating per ANCI C136.31. 

7 Must be ordered as a separate accessory; see Accessories information. For 
use with 2-3/8” mast arm (not included). 

8 Photocell ordered and shipped as a separate line item from Acuity Brands 
Controls. See accessories. 

9 If ROAM® node required, it must be ordered and shipped as a separate 
line item from Acuity Brands Controls. Not available with DCR. 

10 DMG option for 347V or 480V requires 1000mA. 
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For more control options, visit DTL and ROAM online.

Controls & Shields 11 Specifies a ROAM® enabled luminaire with 0-10V dimming capability; PER 
option required. Additional hardware and services required for ROAM® 
deployment; must be purchased separately. Call 1-800-442-6745 or email: 
sales@roamservices.net. N/A with PIR options PER5, PER7, BL30, BL50 or 
PNMT options. 

12 PIR and PIR1FC3V specify the SensorSwitch SBGR-10-ODP control; PIRH 
and PIRH1FC3V specify the SensorSwitch SBGR-6-ODP control; see 
Motion Sensor Guide for details. Dimming driver standard. Not available 
with PER5 or PER7. Ambient sensor disabled when ordered with DCR. 
Separate on/off required.

13 Requires an additional switched circuit. 
14 Dimming driver standard. MVOLT only. Not available with 347V, 480V, 

DCR, PER5, PER7 or PNMT options. 
15 Dimming driver standard. MVOLT only. Not available with 347V, 480V, 

DCR, PER5, PER7, BL30 or BL50. 
16 Also available as a separate accessory; see Accessories information. 
17 Single fuse (SF) requires 120V, 277V or 347V. Double fuse (DF) requires 

208V, 240V or 480V. 
18 Requires luminaire to be specified with PER option. Ordered and shipped 

as a separate line item from Acuity Brands Controls. 

DLL127F 1.5 JU Photocell - SSL twist-lock (120-277V) 18

DLL347F 1.5 CUL JU Photocell - SSL twist-lock (347V) 18

DLL480F 1.5 CUL JU Photocell - SSL twist-lock (480V) 18

SC U Shorting cap 18

DSX0HS 20C U House-side shield for 20 LED unit 16

DSX0HS 30C U House-side shield for 30 LED unit 16

DSX0HS 40C U House-side shield for 40 LED unit 16

DSX0DDL U Diffused drop lens (polycarbonate) 16

PUMBA DDBXD U* Square and round pole universal mount-
ing bracket adaptor (specify finish)

KMA8 DDBXD U Mast arm mounting bracket adaptor 
(specify finish) 7

Ordering Information EXAMPLE: DSX0 LED 40C 1000 40K T3M MVOLT SPA DDBXD

DSX0 LED

Series LEDs Drive current Color temperature Distribution Voltage Mounting

DSX0 LED Forward optics
20C 20 LEDs (one engine)
40C 40 LEDs (two engines)
Rotated optics1

30C 30 LEDs (one engine)

530 530 mA
700 700 mA
1000 1000 mA 

(1 A) 2

30K 3000 K
40K 4000 K
50K 5000 K 
AMBPC Amber 

phosphor 
converted 3

T1S Type I short
T2S Type II short
T2M Type II medium
T3S Type III short
T3M Type III medium
T4M Type IV medium
TFTM Forward throw 

medium
T5VS Type V very short

T5S Type V short
T5M Type V medium
T5W Type V wide
BLC Backlight control2

LCCO Left corner cutoff2

RCCO Right corner 
cutoff2

MVOLT 4

120 4

208 4

240 4

277 4

347 5

480 5

Shipped included
SPA Square pole mounting
RPA Round pole mounting
WBA Wall bracket 
SPUMBA Square pole universal mounting adaptor 6

RPUMBA Round pole universal mounting adaptor 6

Shipped separately 7

KMA8 DDBXD U Mast arm mounting bracket adaptor 
(specify finish)

Control options Other options Finish (required) 

Shipped installed
PER NEMA twist-lock receptacle only (no controls) 8

PER5 Five-wire receptacle only (no controls) 8,9

PER7 Seven-wire receptacle only (no controls) 8,9

DMG 0-10V dimming driver (no controls) 10

DCR Dimmable and controllable via ROAM® (no controls) 11

PIR Motion/ambient sensor, 8-15’ mounting height, ambient sensor enabled at 5fc 12

PIRH Motion/ambient sensor, 15-30’ mounting height, ambient sensor enabled at 5fc 12

PIR1FC3V Motion/ambient sensor, 8-15’ mounting height, ambient 
sensor enabled at 1fc12

PIRH1FC3V Motion/ambient sensor, 15-30’ mounting height, ambient 
sensor enabled at 1fc12

BL30 Bi-level switched dimming, 30% 13, 14

BL50 Bi-level switched dimming, 50% 13, 14

PNMTDD3 Part night, dim till dawn 15

PNMT5D3 Part night, dim 5 hrs 15

PNMT6D3 Part night, dim 6 hrs 15

PNMT7D3 Part night, dim 7 hrs 15

Shipped installed
HS House-side shield 16

SF Single fuse (120, 277, 
347V) 17

DF Double fuse (208, 
240, 480V) 17

L90 Left rotated optics 1

R90 Right rotated optics 1

DDL Diffused drop lens 16

DDBXD Dark bronze
DBLXD Black
DNAXD Natural aluminum
DWHXD White
DDBTXD Textured dark bronze
DBLBXD Textured black
DNATXD Textured natural 

aluminum
DWHGXD Textured white

Introduction

The classic Architectural Wall Sconce is now 
available with the latest in LED technology. The 
result is a long-life, maintenance-free product with 
typical energy savings of 75% compared to metal 
halide versions. The integral battery backup option 
provides emergency egress lighting, without the 
use of a back-box or remote gear, so installations 
maintain their aesthetic integrity.

The WST LED is ideal for replacing existing 50 – 
175W metal halide wall-mounted products. The 
expected service life is 20+ years of nighttime use.   

Inverted available with 
WLU option only.

NOTES

1 MVOLT driver operates on any line voltage from 120-277V (50/60 Hz). 
Specify 120, 208, 240 or 277 options only when ordering with photocell 
(PE), fusing (SF, DF), or dual switching (DS).

2 May also be ordered separately as an accessory. Ex: WSBBW DDBXD U. 
Must specify finish.

3 Must be ordered with fixture; cannot be field installed.
4 Not available with MVOLT option. Button photocell (PE) can be ordered 

with a dedicated voltage option. Single fuse (SF) requires 120, 277 or 347 
voltage option. Double fuse (DF) requires 208, 240 or 480 voltage option.

5 Not available with 480V option. Not available with motion/ambient light 
sensor (PIR).

6 Integral battery pack is rated for -20° to 60°C operating temperature.  
ELCW warranty is 3-year period. Not available with 347V or 480V. Not 
available with WLU.

7 WLU not available with PIR or ELCW.
8 Specifies the SensorSwitch SFOD-7-ODP  control (photocell included); 

see Motion Sensor Guide for details. Includes ambient light sensor. 
Not available with “PE” option (button type photocell). Dimming driver 
standard. Not available with WLU, VG or WG.

9 Provides 50/50 luminaire operation via two independent drivers and light 
engines on two separate circuits.  Not available with one engine, MVOLT, 
ELCW, WLU, SF, or DF.  Must specify voltage; voltage must be the same 
for both drivers.  When ordered with photocell (PE) or motion sensor 
(PIR), only the primary power source leads will be controlled. 

The emergency battery backup (ELCW option) is integral to the luminaire - no external housing required! This design 
provides reliable emergency operation while maintaining the aesthetics of the product.

All ELCW configurations include an independent secondary driver with an integral relay to immediately detect 
AC power loss. Dual light engines are wired in parallel so both engines operate in emergency mode and provide 
additional component redundancy. These design features meet various interpretations of NFPA 70/NEC 2008 - 
700.16

The emergency battery will power the luminaire for a minimum duration of 90 minutes (maximum duration of three 
hours) from the time supply power is lost, per International Building Code Section 1006 and NFPA 101 Life Safety 
Code Section 7.9, provided luminaires are mounted at an appropriate height and illuminate an open space with no 
major obstructions.  

The examples below show illuminance of 1 fc average and 0.1 fc minimum of the single-engine Type IV product in 
emergency mode.

WST LED 1 10A700/40K SR4 
MVOLT ELCW
10’ x 10’ Gridlines
8’ and 12’ Mounting Height

Emergency Battery Operation 

8’ MH 12’ MH

WST LED

  Series Light Engines Performance 
Package Distribution Voltage Mounting Options3 Finish (required)

WST LED 1 One engine
(10 LEDs)

2 Two engines
(20 LEDs)

700 mA options:
10A700/30K 3000K
10A700/40K 4000K
10A700/50K 5000K

SR2 Type II

SR3 Type III

SR4 Type IV

MVOLT 1

120 1

208 1

240 1

277 1

347

480

Shipped included

(blank) Surface mount

Shipped separately 2

BBW Surface-mounted 
back box

UT5 Uptilt 5 degrees

Shipped installed
PE Photoelectric cell, button type  4, 5

SF Single fuse (120, 277, 347V)  4

DF Double fuse (208, 240, 480V) 4

DMG 0-10V dimming driver (no controls)
ELCW Emergency battery backup 6

WLU Wet location door for up orientation 7

PIR Motion/ambient light sensor 8

DS Dual switching 9

Shipped separately 
VG Vandal guard 
WG Wire guard 

DDBXD Dark bronze
DBLXD Black
DNAXD Natural aluminum
DWHXD White
DSSXD Sandstone
DDBTXD Textured dark bronze
DBLBXD Textured black
DNATXD Textured natural aluminum
DWHGXD Textured white
DSSTXD Textured sandstone

WST LED
Architectural Wall Sconce

Luminaire

Ordering Information EXAMPLE: WST LED 2 10A700/40K SR3 MVOLT DDBTXD

Catalog 
Number

Notes

Type

Height: 7-1/4”
(18.4 cm)

Width: 16-1/4”
(41.3 cm)

Depth: 9-1/8”
(23.2 cm)

Weight: 17 lbs
(7.7 kg)

One Lithonia Way  •  Conyers, Georgia 30012  •  Phone: 800.279.8041  •  Fax: 770.918.1209  •  www.lithonia.com
© 2011-2015 Acuity Brands Lighting, Inc.  All rights reserved. 
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W

H

D

Optional Back Box (BBW)

Height: 4”
(10.2 cm)

Width: 5-1/2”
(14.0 cm)

Depth: 1-1/2”
(3.8 cm)

5-1/2

4

1-1/2

WALL SCONCE BBW (Back Box Wall) MOUNTING

H

W 5-1/2

4

1-1/2

WALL SCONCE BBW (Back Box Wall) MOUNTING

DFor 3/4” NPT 
side-entry 
conduit

Specifications

WST-LED
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LED Direct and Indirect Linear with
Satine Wet Lens

Project Name

TypeCatalog Number

Date

®

®

®

YEAR
WARRANTY

Convertible
LED

Convertible
LFL

LFL LED

YEAR
WARRANTY

Convertible
LED

Convertible
LFL

LFL LED

YEAR
WARRANTY

Convertible
LED

Convertible
LFL

LFL LED

EDGE
E V O L U T I O N

EX3 BIDIRECTIONAL PENDANT MOUNT EX3 DIRECT PENDANT MOUNT EX3 DIRECT RESECCED MOUNT

EX3 BIDIRECTIONAL WALL MOUNT

1-5/16”

5-1/2”
4-11/16”

5/16”
3-11/16”

EX3 DIRECT WALL MOUNT

1-5/16”

5-1/2”
4-11/16”

5/16”
3-11/16”

4-11/16”

5/16”
3-11/16”

4-11/16”

5/16”
3-11/16”

4-13/16”

4-3/4”
5/16”

4-13/16”
(122mm)

4-3/4”
(120mm)

5/16”
(8mm)

5/16”
(8mm)

5/16”
(8mm)

4-11/16”
(119mm)

3-11/16”
(94mm)

4-11/16”
(119mm)

3-11/16”
(94mm)

LABELS UL and cUL Listed, approved for wet location unless otherwise noted. IP65 rated.

LED All luminaire configurations tested in accordance with IES LM-79. Diodes tested in accordance with IES LM-80. 
R9≥20, 27K is CRI≥90, 30K, 35K, and 40K is CRI≥82.

WARRANTY Edge LED offered with a 5-year limited warranty. Covers LED, driver and fixture.

ELECTRICAL Electronic, 120 to 277 volt input and 36V output. 0-10 volt dimming standard. Must specify 1D in circuiting 
for dimming.

FINISH Standard powder-coat textured white, metallic silver, textured black, graphite or bronze painted finish, consult 
factory for chip of standard paint finishes. Pendants and canopies painted white unless specified differently in the 
options section of the part number. Contact factory for additional custom color and finish options.

MOUNTING 1/2” diameter rigid stem pendant and wall available. Refer to installation instructions for appropriate 
ceiling detail and rigid pendant details. Pendants and canopies are painted white unless otherwise specified.

Sample Catalog #: EX3B-WET-O-35HO-35-8-MOR-PP12JB-120-1C-WL U M I N A I R E  S P E C I F I C A T I O N

O- Open
(sealed clear lens)

EX3B- 
Edge EX 3 
Bidirectional 

WET- Satine Wet 
Lens

120-
277-
347-
UNV-

120 V
277 V
347 V6

UNV
(120-277)

Internal Fast Blow Fuse
Antimicrobial Paint
Custom Color Canopy6

Custom ColorPendant7

End Power Feed11

GLR-
AM-
CC-C-
CC-P-
EPF-

PP__JB-

PP__ST-

Junction Box 
(specify O.A.L., 12”, 18” or 24”)

Structure  
(specify O.A.L., 12”, 18” or 24”)

Pendant

Wall
WA- Wall Mount

EX3B- WET- O- ____- _’-____- ___- _____- ___- __- __- ____

DIRECT INDIRECTHOUSING LENGTH MOUNTING VOLTAGE CIRCUITING FINISH OPTIONS
DIRECT

LUMENS
INDIRECT
LUMENS POSITION

IND- 
BOR-
MOR-
EOR-

Individual Unit5 

Beginning of Row1,4

Middle of Row2,4

End of Row3,4

1BOR fixtures are used for beginning of row and have joining holes on non-power end of fixture. 2MOR fixtures are used for middle of row and have joining holes on both ends of fixture. 3EOR fixtures are used 
for the end of a row and have joining holes on the power end of fixture. 4Factory submittal drawing approval required. 5IND fixtures are individual fixtures and have no joining holes. IND fixtures cannot be 
joined. 6Some configurations will not accommodate all electrical options consult factory. 7Integral battery pack with integral test switch provided with 1B option.  8If canopy is to match fixture housing, must 
specify with CC-C. If not specified canopy will be standard matte white.  9If pendant is to match fixture housing, must specify with CC-P. If not specified pendant will be standard matte white. 10Dual circuit = 
direct switched separately from the indirect.  11EPF option not applicable for Pendant mounted fixtures.

30-
30HO-

30-
30HO-

27-
27HO-

27-
27HO-

27K, 245 lumens/ft, 4.3 watts/ft
27K, 453 lumens/ft, 8.7 watts/ft

27K, 413 lumens/ft, 4.3 watts/ft
27K, 779 lumens/ft, 8.7 watts/ft

30K, 309 lumens/ft, 4.3 watts/ft
30K, 573 lumens/ft, 8.7 watts/ft

30K, 523 lumens/ft, 4.3 watts/ft
30K, 986 lumens/ft, 8.7 watts/ft

35K, 318 lumens/ft, 4.3 watts/ft
35K, 589 lumens/ft, 8.7 watts/ft

35K, 538 lumens/ft, 4.3 watts/ft
35K, 1,014 lumens/ft, 8.7 watts/ft

40K, 324 lumens/ft, 4.3 watts/ft
40K, 601 lumens/ft, 8.7 watts/ft 

40K, 548 lumens/ft, 4.3 watts/ft
40K, 1,034 lumens/ft, 8.7 watts/ft 

30K Color Temperature Lumen Options 30K Color Temperature Lumen Options

27K Color Temperature Lumen Options 27K Color Temperature Lumen Options

40K Color Temperature Lumen Options 40K Color Temperature Lumen Options
40-
40HO-

40-
40HO-

35-
35HO-

35-
35HO-

35K Color Temperature Lumen Options 35K Color Temperature Lumen Options

EX3B WET

Matte White
Metallic Silver
Textured Black
Graphite
Bronze
Custom Color

W-
S-
BL-
GR-
BR-
CC-

1C-
2C-
1D-
2D-
1B-
2B-
1E-
2E-

Single Circuit
Dual Circuit10

Single Circuit Dimming
Dual Circuit Dimming6,10

Single Circuit with Battery Pack7

Dual Circuit with Battery Pack6,7,10

Single Circuit with Emergency Circuit
Dual Circuit with Emergency Circuit6,10

LENS Direct lens is a solid acrylic diffuse snap-in lens with matte finish with an EPDM gasked for complete wet seal. 
Indirect lens is permanently attached with a watertight seal. Used direct snap in lens for access to components.

Individual Units
2-
3-
4-
5-
6-
7-
8-

27-1/8” actual (689mm)
39” actual (991mm)
50-3/4” actual (1,289mm)
62-5/8” actual (1,591vmm)
74-5/8” actual (1,895mm)
86-1/2” actual (2,197mm)
98-3/8” actual (2,499mm)

CL_____-
CW____-

Specify color temp. and lumens/ft. (i.e. CL35600)

Specify color temp. and wattage/ft. (i.e. CW407.5)
(Specify lumens/watts between standard offering listed above. 
Lumens are specified per color temp.)

Custom Output for Direct or Indirect

CONSTRUCTION 6063-T5 extruded aluminum housing with welded ends. Internal lens gaskets seal housing to prevent 
moisture and debris from entering the fixture. Pressure equalizing vent allows fixture to “breathe” preventing conden-
sation. Fixtures can be installed individually or connected for a continuous run appearance.

TEMP RATING Edge Wet is rated for temperatures from -30°C to 40°C

Specifications and dimensions subject to change without notice. Specification sheets that appear on pinnacle-ltg.com are the most recent version and supersede all other previously printed or electronic versions.     

Pinnacle Architectural Lighting 12655 East 42nd Avenue, Suite 50  Denver, CO 80239     
Phone 303.322.5570                 Fax 303.322.5568                      www.pinnacle-ltg.com

© 2016 Pinnacle Architectural Lighting®                        March 2016

LED Direct and Indirect Linear with
Satine Wet Lens

Project Name

TypeCatalog Number

Date

®

®

®

YEAR
WARRANTY

Convertible
LED

Convertible
LFL

LFL LED

YEAR
WARRANTY

Convertible
LED

Convertible
LFL

LFL LED

YEAR
WARRANTY

Convertible
LED

Convertible
LFL

LFL LED

EDGE
E V O L U T I O N

EX3 BIDIRECTIONAL PENDANT MOUNT EX3 DIRECT PENDANT MOUNT EX3 DIRECT RESECCED MOUNT

EX3 BIDIRECTIONAL WALL MOUNT

1-5/16”

5-1/2”
4-11/16”

5/16”
3-11/16”

EX3 DIRECT WALL MOUNT

1-5/16”

5-1/2”
4-11/16”

5/16”
3-11/16”

4-11/16”

5/16”
3-11/16”

4-11/16”

5/16”
3-11/16”

4-13/16”

4-3/4”
5/16”

4-13/16”
(122mm)

4-3/4”
(120mm)

5/16”
(8mm)

5/16”
(8mm)

5/16”
(8mm)

4-11/16”
(119mm)

3-11/16”
(94mm)

4-11/16”
(119mm)

3-11/16”
(94mm)

LABELS UL and cUL Listed, approved for wet location unless otherwise noted. IP65 rated.

LED All luminaire configurations tested in accordance with IES LM-79. Diodes tested in accordance with IES LM-80. 
R9≥20, 27K is CRI≥90, 30K, 35K, and 40K is CRI≥82.

WARRANTY Edge LED offered with a 5-year limited warranty. Covers LED, driver and fixture.

ELECTRICAL Electronic, 120 to 277 volt input and 36V output. 0-10 volt dimming standard. Must specify 1D in circuiting 
for dimming.

FINISH Standard powder-coat textured white, metallic silver, textured black, graphite or bronze painted finish, consult 
factory for chip of standard paint finishes. Pendants and canopies painted white unless specified differently in the 
options section of the part number. Contact factory for additional custom color and finish options.

MOUNTING 1/2” diameter rigid stem pendant and wall available. Refer to installation instructions for appropriate 
ceiling detail and rigid pendant details. Pendants and canopies are painted white unless otherwise specified.

Sample Catalog #: EX3B-WET-O-35HO-35-8-MOR-PP12JB-120-1C-WL U M I N A I R E  S P E C I F I C A T I O N

O- Open
(sealed clear lens)

EX3B- 
Edge EX 3 
Bidirectional 

WET- Satine Wet 
Lens

120-
277-
347-
UNV-

120 V
277 V
347 V6

UNV
(120-277)

Internal Fast Blow Fuse
Antimicrobial Paint
Custom Color Canopy6

Custom ColorPendant7

End Power Feed11

GLR-
AM-
CC-C-
CC-P-
EPF-

PP__JB-

PP__ST-

Junction Box 
(specify O.A.L., 12”, 18” or 24”)

Structure  
(specify O.A.L., 12”, 18” or 24”)

Pendant

Wall
WA- Wall Mount

EX3B- WET- O- ____- _’-____- ___- _____- ___- __- __- ____

DIRECT INDIRECTHOUSING LENGTH MOUNTING VOLTAGE CIRCUITING FINISH OPTIONS
DIRECT

LUMENS
INDIRECT
LUMENS POSITION

IND- 
BOR-
MOR-
EOR-

Individual Unit5 

Beginning of Row1,4

Middle of Row2,4

End of Row3,4

1BOR fixtures are used for beginning of row and have joining holes on non-power end of fixture. 2MOR fixtures are used for middle of row and have joining holes on both ends of fixture. 3EOR fixtures are used 
for the end of a row and have joining holes on the power end of fixture. 4Factory submittal drawing approval required. 5IND fixtures are individual fixtures and have no joining holes. IND fixtures cannot be 
joined. 6Some configurations will not accommodate all electrical options consult factory. 7Integral battery pack with integral test switch provided with 1B option.  8If canopy is to match fixture housing, must 
specify with CC-C. If not specified canopy will be standard matte white.  9If pendant is to match fixture housing, must specify with CC-P. If not specified pendant will be standard matte white. 10Dual circuit = 
direct switched separately from the indirect.  11EPF option not applicable for Pendant mounted fixtures.

30-
30HO-

30-
30HO-

27-
27HO-

27-
27HO-

27K, 245 lumens/ft, 4.3 watts/ft
27K, 453 lumens/ft, 8.7 watts/ft

27K, 413 lumens/ft, 4.3 watts/ft
27K, 779 lumens/ft, 8.7 watts/ft

30K, 309 lumens/ft, 4.3 watts/ft
30K, 573 lumens/ft, 8.7 watts/ft

30K, 523 lumens/ft, 4.3 watts/ft
30K, 986 lumens/ft, 8.7 watts/ft

35K, 318 lumens/ft, 4.3 watts/ft
35K, 589 lumens/ft, 8.7 watts/ft

35K, 538 lumens/ft, 4.3 watts/ft
35K, 1,014 lumens/ft, 8.7 watts/ft

40K, 324 lumens/ft, 4.3 watts/ft
40K, 601 lumens/ft, 8.7 watts/ft 

40K, 548 lumens/ft, 4.3 watts/ft
40K, 1,034 lumens/ft, 8.7 watts/ft 

30K Color Temperature Lumen Options 30K Color Temperature Lumen Options

27K Color Temperature Lumen Options 27K Color Temperature Lumen Options

40K Color Temperature Lumen Options 40K Color Temperature Lumen Options
40-
40HO-

40-
40HO-

35-
35HO-

35-
35HO-

35K Color Temperature Lumen Options 35K Color Temperature Lumen Options

EX3B WET

Matte White
Metallic Silver
Textured Black
Graphite
Bronze
Custom Color

W-
S-
BL-
GR-
BR-
CC-

1C-
2C-
1D-
2D-
1B-
2B-
1E-
2E-

Single Circuit
Dual Circuit10

Single Circuit Dimming
Dual Circuit Dimming6,10

Single Circuit with Battery Pack7

Dual Circuit with Battery Pack6,7,10

Single Circuit with Emergency Circuit
Dual Circuit with Emergency Circuit6,10

LENS Direct lens is a solid acrylic diffuse snap-in lens with matte finish with an EPDM gasked for complete wet seal. 
Indirect lens is permanently attached with a watertight seal. Used direct snap in lens for access to components.

Individual Units
2-
3-
4-
5-
6-
7-
8-

27-1/8” actual (689mm)
39” actual (991mm)
50-3/4” actual (1,289mm)
62-5/8” actual (1,591vmm)
74-5/8” actual (1,895mm)
86-1/2” actual (2,197mm)
98-3/8” actual (2,499mm)

CL_____-
CW____-

Specify color temp. and lumens/ft. (i.e. CL35600)

Specify color temp. and wattage/ft. (i.e. CW407.5)
(Specify lumens/watts between standard offering listed above. 
Lumens are specified per color temp.)

Custom Output for Direct or Indirect

CONSTRUCTION 6063-T5 extruded aluminum housing with welded ends. Internal lens gaskets seal housing to prevent 
moisture and debris from entering the fixture. Pressure equalizing vent allows fixture to “breathe” preventing conden-
sation. Fixtures can be installed individually or connected for a continuous run appearance.

TEMP RATING Edge Wet is rated for temperatures from -30°C to 40°C

DECORATIVE INDOOR & OUTDOOR            OLLWD-OLLWU

Catalog  
Number

Notes

TypeFEATURES & SPECIFICATIONS
INTENDED USE
Provides years of maintenance-free illumination for outdoor use in residential & commercial applications. 
Ideal for applications such as lighting walkways and stairways for safety and security.

CONSTRUCTION
Cast-aluminum housing with corrosion-resistant paint in either dark bronze or white �nish.

ADA compliant.

OPTICS
4000K CCT LEDs.

Polycarbonate lens protects the LED from moisture, dirt and other contaminants. 

LUMEN MAINTENANCE: The LED will deliver 70% of its initial lumens at 50,000 hour average LED life. See 
Lighting Facts label on page 2 for performance details.

ELECTRICAL 

MVOLT driver operates on any line voltage from 120-277V

Operating temperature -30ºC to 40ºC. 

1KV surge protection standard.

INSTALLATION
Surface mounts to universal junction box (provided by others).  

LISTINGS
UL Listed to U.S. and Canadian safety standards for wet locations. 
Tested in accordance with IESNA LM-79 and LM-80 standards.
WARRANTY
Five-year limited warranty. Full warranty terms located at   
www.AcuityBrands.com/CustomerResources/Terms_and_Conditions.aspx.

Note: Speci�cations are subject to change without notice.

Actual performance may di�er as a result of end-user environment and application. 

Series Color temperature (CCT) Voltage Finish

OLLWD Downlight
OLLWU Up & downlight

   

(blank) 4000K

 
(blank) MVOLT (120V-277V) DDB  Dark bronze

WH White

ORDERING INFORMATION For shortest lead times, con�gure products using bolded options. Example: OLLWD

Outdoor General Purpose

OLLWD & OLLWU 
LED WALL CYLINDER LIGHT

Speci�cations
All dimensions are inches (centimeters)

4-5/16
(11.0)

8
(20.3)

5-7/8
(15.0)

3-11/16
(9.4)

4-5/16
(11.0)

9-1/4
(23.4)

5-7/8
(15.0)

3-11/16
(9.4)

LIGHTING FIXTURE A-C LIGHTING FIXTURE  D

LIGHTING FIXTURE E LIGHTING FIXTURE  F

Attachment 2
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